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g PROJECT REFERENCE NO. SHEET NO.
A e ) U-3308 DA—]]
S 1.5" TYPE S9.5B
o -Y22- Holloway St. RW_SHEET NO.
ROADWAY DESIGN PAVEMENT DESIGN
C2 | 3" TYPE s9.58 | ENGREER ENGINEER
. 1 n, 1 n,
6, - VAR. 4OI - 32I F-F - 6, é“‘g‘;}\\)\CAR 0/'/'/'1:,,’ é@‘g‘g}\\’\.ﬁé"@O//'Z,,'
SRS g%, SRS g%,
C3 | VARIABLE DEPTH S9.5B 3 "';i@(( 044?’"- E 3 '°i§ 044?"'- E
. " ’ ’ ’ ’ " = SEAL I = SEAL !
652 VAR. — VAR. -2 5L Thoousn G oE | R oses L3
,, v 187 - 14 18- 14/ Var el | et
D1 |4” TYPE 119.0B ar. - o “ues A, S RGN
3’1’ 3’1’ | pocusigned l{;:umiu\“ — Docusigned Bgaan
James Spr 112372015 Uadimir £ M‘@fy\ﬁg/zms
D2 | VARIABLE DEPTH TYPE I19.0B TR e -
El | 3" TYPE B25.0B . SOINT @ @ : A
02 pE
E2 | 4" TyPE B25.08 _VZ See X-Sections
T— Y T *i-A_'_-'-'_',%-'.‘.A - :
1

— ! |

E3 | 5" TYPE B25.0B = ' R I___ = .
] | 6
E4 | VAR. DEPTH TYPE B25.0B 11" 11" @

GRADE TO THIS LINE

Vi
ar 27 fo < 7

USE TYPICAL SECTION NO. 25
-Y22- Holloway St. Sta. 16 +00.00 to 16 +90.00

J 8" AGGREGATE BASE COURSE

K SUBGRADE STABILIZATION TYPICAL SECTION NO. 25

L CLASS IV SUBGRADE STABILIZATION

q -Y22- Holloway St.

N1 |GEOTEXTILE FOR SOIL STABILIZATION

|
6’ 32’ F-F 6’
N2 GEOTEXTILE FOR PAVEMENT - —— —— -
STABILIZATION
V4
6” 5/ ’ ]41 ‘|4I 2 5/ 6”
— il > e e 3 e —cotll I —eotl—— R S | [l ———
R1 PROP. 1'6"” CONC. CURB AND GUTTER
I 6' I
et T o
R2 |EXIST. 2'6" CONC. CURB AND GUTTER l

y See X-Sections
L 2:] fo 4 ]

—_——— — — — B e
1 —_———— — — — —

CROWN
R3 | PROP. 2'6"” CONC. CURB AND GUTTER VQI'. 2 . . @ POINT
..7 L] L]
R4 | PROP. CONCRETE ISLAND . Exist. Exist.

-T T i A e T
S | PROPOSED CONCRETE SIDEWALK See X-Se # @ —————— 6"
N —— & b o (01 @ USE TYPICAL SECTION NO. 25A
GRADE TO GRADE TO -Y22- Holloway St. Sta. 16 +90.00 to 18+ 40.00 Rf.
U EXISTING PAVEMENT THIS LINE THIS LINE

TYPICAL SECTION NO. 25A

\'4 PROP. 1.5" ASPHALT MILLING

PROP. 3" ASPHALT MILLING
\ Q—YK’:— Wall St. T-Turn around
v3 |PROP. ASPHALT MILLING VARIABLE ‘
VAR. 58’ to 28’ F-F 4’
W |ASPHALT WEDGING (SEE DETAIL) = ——
2’ 12’ VAR 42’ - 12’ 2’
NOTE: ALL SLOPES ARE 1:1 UNLESS - —— -
OTHERWISE NOTED. 12 VAR.
et p ;
— 30'-0

e .
GRADE TO THIS LINE
USE TYPICAL SECTION NO. 26

TYPlCAL SECT'ON NO 26 -Y13- Wall St. T-Turn around Sta. 10+ 60.00 to 11+22.00
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